
Embossed 430SS Stainless Steel Sheet Fabrication Sheet
Customized

Basic Information

china

jinshunlai

ISO, AISI, ASTM, GB, EN, DIN

0.1nm-900nm

1kg

Contact Us

Waterproof Paper, Steel Strip Packed and
other Standard Export Seaworthy Package,
or customized package

5day

L/C, T/T , Western Union

90000ton

Product Specification

Industrial, Commercial, Etc.

Silver

Deburring, Beveling, Etc.

1 Piece

Stainless Steel

Standard Export Packaging

Laser Cutting, Bending, Welding, Etc.

Customized

Customized

Polishing, Brushing, Etching, Etc.

0.5mm-50mm

±0.1mm

Embossed Stainless Steel Sheet Fabrication, 
430SS Stainless Steel Sheet Fabrication, 
430 embossed ss sheet

for m
ore products please visit us on copper-solid.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Application:

Color:

Edge Treatment:

MOQ:

Material:

Packaging:

Processing Technology:

Shape:

Size:

Surface Treatment:

Thickness:

Tolerance:

Highlight:

Wuxi Jinnuo copper Co.,Ltd
copper-solid.com
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Product Description

PRODUCT DESCRIPTION

EMBOSSED STAINLESS STEEL PLATE 304 SUS304 316L CHEQUERED PLATE
 
FOR COST CONSIDERATION, STEEL MILLS GENERALLY PUT THE NI CONTENT OF PRODUCTS AS FAR AS
POSSIBLE BY THE LOWER LIMIT.
THE AMERICAN STANDARD STIPULATES THAT THE NI CONTENT OF 316L IS 10 ~ 14%, WHILE THE JAPANESE
STANDARD STIPULATES THAT THE NI CONTENT OF 316L IS 12 ~ 15%.
ACCORDING TO THE MINIMUM STANDARD, THERE IS A 2% DIFFERENCE BETWEEN THE AMERICAN STANDARD
AND JAPANESE STANDARD IN THE NI CONTENT, WHICH IS STILL QUITE HUGE IN THE PRICE. THEREFORE,
CUSTOMERS STILL NEED TO SEE CLEARLY WHEN BUYING 316L PRODUCTS, WHETHER THE PRODUCTS REFER
TO ASTM OR JIS STANDARDS.
THE MO CONTENT OF 316L MAKES THE STEEL HAVE EXCELLENT PITTING RESISTANCE AND CAN BE SAFELY
USED IN ENVIRONMENTS CONTAINING CL- AND OTHER HALOGEN IONS.
BECAUSE 316L IS MAINLY USED FOR ITS CHEMICAL PROPERTIES, STEEL MILLS HAVE SLIGHTLY LOWER
REQUIREMENTS FOR SURFACE INSPECTION OF 316L (RELATIVE TO 304), AND CUSTOMERS WITH HIGHER
SURFACE REQUIREMENTS SHOULD STRENGTHEN SURFACE INSPECTION.
 
PRODUCT DESCRIPTION
 

STANDARD:
JIS, AISI, ASTM, GB, DIN, EN, JIS,
AISI, ASTM, GB, DIN, EN, ETC.

PLACE
OF
ORIGIN:

JIANGSU, CHINA

BRAND
NAME: TISCO

MODEL
NUMBER
:

201 304

TYPE: WELDED STEEL
GRADE:

300 SERIES

APPLICATI
ON:

INDUSTRY/CONSTRUCTION CERTIFIC
ATION:

ISO, AISI, ASTM, GB,
EN, DIN, JIS

WELDING
LINE TYPE:

ERW TOLERA
NCE:

±1%

PROCESSIN
G SERVICE:

WELDING GRADE: SS 304 SS316L

PRODUCT
NAME: STAINLESS STEEL SHEET

KEY
WORD:

SCHEDULE 10
STAINLESS STEEL
SHEET

SURFACE: POLISHED PRICE
TERM:

CIF CFR FOB EX-
WORK

MOQ: 1 TON TECHNIQ
UE:

HOT ROLLED , COLD
ROLLED , EXTRUSION

PAYMENT: L/C,T/T EDGE: MILL EDGE SLIT EDGE

PORT: QINGDAO, CHINA   
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 +86-17763564398  sales01@shuangheyisteel.com  copper-solid.com

32 Chengnan Road, New District, Wuxi City, Jiangsu Province, China
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